


Komplexní řešení

Rezidenční

Firemní a 
komerční

Velké FV systémy

Stringové střídače Hybridy/PCS Bateriové systémy

1.1kw~12kw 3kw~6kw 1ph   5kw~20kw 3ph BTS 5K  5kwh

15kw~24kw 3ph     25kw~50kw 3ph 100~125Kw 3ph (ESS) 20kwh~200kwh      200kwh~2Mwh

255kw~350kw MW+ Scale PCS 3MW+ Scale ESS

SOFAR
Cloud



Rezidenční FV systémy
Systémy určené pro FV instalace na 
střechách nebo na zemi. Podpora režimu 
plné dodávky energie do sítě, dodávky 
přebytků energie do sítě a pro pokrytí vlastní 
spotřeby.

FV systém + bateriový systém
1. Vlastní spotřeba, maximalizace využití FVE. 2. 
Posunutí odběrové špičky, snížení nákladů na 
elektřinu. 3. Off-grid aplikace
poskytující spolehlivé napájení kritickým zátěžím.

SOFAR pro rodinné domy

7K~10.5KTLM-G3
Single-phase Inverter

3.3K~12KTLX-G3
Three-phase Inverter

1100~3300TL-G3
Single-phase Inverter

3K~6KTLM-G3
Single-phase Inverter

HYD Series DC/AC Coupled 
Energy Storage System

SOFAR PowerAll 
Intelligent Residential 
Storage System

BTS ES~E20-DS5
Batteries

3~6kW 
Single-phase 
Inverter

3kW 
Storage Inverter

5~10kW 
Three-phase 
Inverter

ME Series AC-coupled 
Energy Storage System

GTX5000S 
Batteries



Baterie

BTS 5K

40kWh

6-10//

Flexibilita konfigurace
• Výkon systému od 3 kW do 60 kW, kapacita 

baterie od 5 kWh do 240 kWh (podpora 

paralelního propojení více střídačů)

Inteligentní a úsporné
• Pokročilá technologie BMS, využitelná energie baterie je 

během životního cyklu zvýšena o 6 %

• Efektivní správa prostřednictvím aplikace SOFAR CLOUD

Bezpečné
• Podpora aplikace nulové dodávky 

energie do sítě, více režimů ukládání 

energie

Critical 
Load

Household 
Load

EV 
Charging

RS485

Smart 
Meter

Grid

Varianta 1

Varianta 2

FV + akumulace energie

Cloud WiFi/LAN

SOFAR Cloud

3f hybrid
5-20

SOFAR PowerAll 1f/3f

3f hybrid
5-12

5-30kWh

6//



AC retrofit systém

Modelový případ:

1) existující síťový systém (bez ohledu 
na použitou značku)

2) Potřebujeme větší výkon systému

3) Potřebujeme baterii pro zálohování



Hybridní střídače HYD 5…20KTL-3PH

On-grid a off-grid provoz

Vhodné pro baterie SOFAR, AXITEC, 

Pylontech, WECO a další

Active mains filter funkce (APF)
Zlepšuje kvalitu napájení ze sítě

Třífázové hybridní HYD střídače

Více paralelních systémů

Až 10 jednotek v master-slave provozu, 

také v off-grid režimu bez nutnosti 

dalšího příslušenství

2 MPPT vstupy
Větší flexibilita konfigurace

Přepínání on/off grid
integrováno

1/2 bateriové vstupy
Flexibilní konfigurace a rozšíření



+

Modulární design

Integrované výkon. optimizéry

Rozšiřitelnost

Stupeň krytí IP65

Hybridní střídač

Inteligentní
bateriový
modul

Battery Connection Unit (BDU)

Inteligentní 3-fázový storage systém



SOC Automatická kalibrace

Měsíční automatické nabíjení na 100% 

Integrovaný optimizér článků

Baterie si sama inicializuje automatickou 
kalibraci SOC za pomoci vzdáleného 
supportu – není nutná lokální dobíjení 
nabíječkou

Smart Correction Strategy 



Nízká vlastní spotřeba

Není nutné nabíjení 24 měsíců, redukce 
nákladů na skladování

Hibernace < 5mW

Spotřeba 10W během noci

Sleep mode < 10W



Oddělení výkonových částí od baterie

Vyšší bezpečnost

10-let záruka včetně pojištení 
proti případným škodám

01 Vyhřívání baterie

Širší teplotní operační rozsah, 
možnost provozu ve 
venkovních podmínkách i 
během zimy

02

Electricity Battery



Ultimátně bezpečná konstrukce

Cell and module level protection 
combination eliminates thermal 
runaway risk

5-úrovňový bezpečnostní systém

100% pokrytí bat. Čl. teplotní detekcí
proaktivně detekuje selhání čidla, 
redukce falešných alarmů 

Redundantní architektura senzorů

HiRes-teplotní sensory

High-Performance izolační vložky

M16 přetlakový ventil

Aerogel Pads

LiFePO4 Cells

Expansion Force 
Enhancement



to Inverter
BAT Output

for Parallel battery
BAT Input

Installer-Friendy BTS 5K



Replaces HYD 5…10KTL-3PH + BTS 5…20-DSS

• Residential All-In-One hybrid inverter + battery

• Easy installation & flexible expansion - supports parallel 
operation of up to 6 inverters with a maximum of 30kWh 
battery capacity per inverter

• Powerful and safe - 3 MPPTs of 20A each and built-in AFCI 
functionality

• Integrated EMS functionality to maximize energy utilization

• Natural heat dissipation, no additional noise, home-friendly

• Low battery consumption, easy maintenance for transport 
and storage

• 2+2 battery safety design for property and personal protection

• Supports 100% three-phase unbalanced load and 200% peak 
output (10s)

ESI 5…12K-T1 (PowerAll 3~)



User-Friendly

Clear system status

Runway Status Lights02

Operation data at a glance

LCD PANEL 240*160 Dots01
Smooth operation in rainy days
IP65 Touch Button03

Optimal sleep with noise levels below 30dB 

at night

Natural Cooling Design04



Grid Input

EPS Output

Data Logger

COM Port

PV Input

PV Switch

Black Start

BAT Input

BAT Switch

Installer-Friendly ESI 5…12KTL



Easy Installation

LCD screen and app 
provide simple boot-up 
guidance for quick start

One Click Initialization
Prefabricated power and 
communication cables to 
shorten installation time

Pre-assembled Cables

Inverter: 30kg, Battery: 
50kg - easy to carry for 
2 people

Small and light

Tool-unlocked 
connectors for plug-
and-play installation

Quick Connectors



AFCI Detekce pro PV stringy

TCN detekce

Typical action time 150ms, lower than 
standard 500ms, reducing fire risk

99.88% přesnost v rámci více jak 4500 vzorků, 
podporuje offline

Combining offline learning with remote 
update for zero failure rate



Flexible Expansion

PowerUp to 6 Subsystems: 5 kW … 72 kW

Up to 6 Batteries: 5 kWh … 30 kWh per SubsystemCapacity

......5 kW/5 kWh

12 kW/30 kWh



Active Equalization

Allows mixed use of batteries from different batches and 
new/old batteries when expanding the system

Support Mixed Use of Different SOH and SOC

Automatically balances SOC deviation within 2 hours 
for faster installation

Full Power Fast Active Battery Balancing

Ensures battery pack SOC difference within a day does 
not exceed 5%

24 Hours Balancing Error Less than 5% 



Integrovaný automatický přechod do 
režimu EPS – zálohované napájení 

zátěže

Podpora asymetrie

přepnutí On-/Off-grid <10ms

2 x proudová špička pro Start-up



Smartness



Multifunkční EMS

Self-Use, TOU, Timing, Peak-Shaving……

Podle potřeby instalace

Kompatibilní s AC EV charging management

Zabudovaná EMS podpora pro AC EV charger, 

Load 
Consumption

PV 
Power

Self-use

Timing

PV Power

Load 
Consumption

Time of Use

Grid Power Limit

ESS→Load

Redundancy PV→Grid

Peak-Shaving



SOFAR Residential ESS family completed
PowerAll 1-phase HYD 5…20KTL + BTS 5KPowerAll 3-phase



New Product

• Wallbox

• 1- and 3-phase switching for better PV curve adjustment, start 
from 1.3 kW charging power

• Intelligent monitoring and remote control by SofarCloud App

• RS-485 communication with inverter

• Flexible start mode, RFID card

• IP65, UV resistant, Capable to withstand harsh environments

• Multiple functions for electrical protection, Type-A DC leakage 
detection.

• Compact shape, wall-mount, easy to install

EV11k-AC-02



Replaces 15…24KTLX-G3

• Max. AC power: 15…30kW

• Max. DC current: 16A + 20A / 2x20A

• New functions: AFCI

15…30KTL2-G3P



New Product

• Commercial hybrid inverter

• 4 MPPT with AFCI and up to 20A current

• Integrated EMS functionality to maximize energy utilization

• 1 battery channel 10…200 kWh, Cha/DisC 50kW

• 1 sec. fast active/reactive power response

• EPS output (full power, 100% imbalance) and Diesel 
generator connection, overload: 200% 10s, 120% 60s

• Switching time: < 4ms

• IP66, Wide operating temperature range design for outdoor

• Type I+II SPD for DC side

• Noise level: < 39 dB(A)

• Ethernet integrated

HYD 30/40/50 (+ CBS5000)



New Product

• 9 MPPTs (40 A each) and integrated AFCI function

• One battery channel 10...400 kWh, max. Cha/DisC
62.5 kW

• Fast active/reactive power response (1 sec.)

• Max. 50 kW unbalanced load

• EPS output (62.5 kW (125 kW, 10 sec.)), switchover 
time <2 sec. (with ATS)

• Wide operating temperature range and IP66 
protection rating for outdoor use

• Integrated static EMS functions•Type I+II DC SPD•I-
U curve scanning

• Intelligent air cooling (<65 dB)

80/99/100/110/125KTLX-G4 (ESS) (+ CBS5000)



New Product

• Commercial DC battery

• Stackable C&I battery with active balancing

• LFP technology

• Integrated heating and 5 protection functions

• 2 to 10 battery modules per tower

• Up to 2 towers in parallel – max. 200 kWh

• Active balancing circuit for long-term stability and high 
efficiency

• Expansion and replacements without any limitation

• IP66

• Weight: 49 kg per module

CBS5000



New Product / Replaces Sofar Monitor & solarman

• Web and App application (iOS, Android)

• Monitoring of systems and devices

• Device update / settings (remote, near-field)

• Account management

• Device / firmware management

• Batch-Firmware-/Parameter-Update

• Only available for Stick-Logger G3 (new firmware)

• Automatic remote firmware update for already
installed Stick-Loggers G3

• System data for new systems and existing systems
visible in the SofarCloud after stick logger update

SofarCloud (Web / App)

http://eu.sofarcloud.com



New Product

• Smart Energy Meter

• Replaces Chint DTSU energy meter

• Direct measurement of up to 63A, external CT with 40 mA input

• SofarCloud connection (WiFi / Ethernet)

• Integrated DI/DO for DRM, SG ready and smart load switching

SEM5000



New Product

• Energy Management System

• Dynamic energy management of Sofar and 3rd party devices 
like inverters, batteries, EV charger, heat pumps, energy meters 
and more

• Intelligent sector coupling of generation and consumption

• Forecast demand based on usage patterns

• Weather-sensitive generation forecasts

• Integrated peak sharing, curtailment and grid protection 
functionality

• Provides access to energy markets to hedge against spot 
market and day-ahead pricing (dynamic tariffs)

• Supports imbalance, FCR and other ancillary markets

Sofar EMS



Website:
www.sofarsolar.com
E-mail
info@sofarsolar.com

Address
11th Floor, Gaoxinqi Technology Building, District 67, 
Xingdong Community, Xin'an Street, Bao'an District, 
Shenzhen

GO FURTHER WITH 

SOFAR！
Děkuji za pozornost!
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